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Booster Maintenance Procedures*
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1

 cover.
n belt.
spect belt for cracks, uneven wear and side wall glazing.
eplace belt when any of above symptoms exist.
 belt should exhibit uneven wear, check alignment of pulleys.
 belt should exhibit side wall glazing or “squeals” on start-up,
dd tension to belt by moving the motor out (further from pump).
e head bolts to 175 inch pounds in an alternating crossing

otor type.
aldor – grease motor with one shot of grease in each end.
eeson – no grease required.
tting connections.
erify electrical is disconnected.
econnect air lines to booster.
ressurize booster with 1800 to 2000 psi.
ubble test” fittings by spraying with soapy water. 
heck for bubbles around the fittings.  If bubbles are evident,
lieve pressure, tighten fitting(s), re-pressurize and recheck for

ubbles.  Repeat until bubbles disappear.
 dust and debris.
erify electrical is disconnected.
hut off inlet pressure to booster.
leed system pressure to zero psi.
ear safety glasses.
sing compressed air, blow out the heat exchanger coil and any
oisture or residue left from “bubble test”.
ipe inside of booster enclosure until clean.
 cover.
ver and front panel.
ect inlet air lines and electrical plug.
ster to verify operation.**

ance cycle is recommended; however, actual maintenance cycle
 based upon total operating time and environment.
that the booster be run at least 5 to 10 minutes each month in order to
ant from becoming hard.


